MATERIAL SAFETY DATA SHEET

SikaBond Construction Adhesive

REACTIVITY
PERSONAL PROTECTION

1. Product And Company ldentification

Supplier Manufacturer

SIKA CORPORATION SIKA CORPORATION

201 Polito Ave 201 Polito Ave

Lyndhurst, NJ 07071 Lyndhurst, NJ 07071

Company Contact: Kristin Kelley Company Contact: Kristin Kelley
Telephone Number: (201) 933-8800 Telephone Number: (201) 933-8800
FAX Number: (201) 933-9379 FAX Number: (201) 933-9379

Wab Site: www.sikausa.com Web Site: www.sikausa.com

Manufacturer Emeraency Contacts & Phone Number
CHEMTREG: 200-424-9300
INTERNATIOMAL: 703-527.3887

CHEMTREC: 800-424-3300
INTERNATIONAL: 703-527-3887

Izzue Date: 04/18/2001

Product Name: SikaBond Construction Adhesive
CAS Number: Not Established

Chamical Family: PUR SEALANT

MSDE Numbar: 2306

Product Code: 0481

asition/Information On Ing

Ingrediant Pearcent OF
Narma Tatal Welght

FOLYURETHANE PREFOLYMER Trave Secra
XYLENEMIXEDISOMERS: 1330-20-7

3. Hazards= Identification

EYE IRRITANT.
Skin Hazarcs
MAY CAUSE SKIN IRRITATION. PROLONGED AND/OR REPEATED CONTACT WITH SKIN MAY CAUSE AN

ALLERGIC REACTION/SENSITIZATION. MAY CAUSE DERMATITIS (SKIN REDNESS,DRYNESS, SCALING,

ETC.) FROM REPEATED OR PROLONGED CONTACT.
R
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MATERIAL SAFETY DATA SHEET
SikaBond Construction Adhesive

T
!3. Hazards ldentification - Continued
Ingestion Hazards

LOW ORDER OF ACUTE TOXICITY. HARMFUL IF ASPIRATED INTO LUNGS,

MAY CAUSE RESPIRATORY TRACT IRRITATION. MAY CAUSE RESPIRATORY SENSITIZATION.

HIGH VAPOR CONCENTRATIONS OF XYLENE (GREATER THAN ARPFPROX. 1000 PPM) MAY

CAUSE HEADACHES, DIZZINESS, ANESTHESIA, DROWSINESS, UNCONSCIOUSNESS, AND OTHER
GENTRAL NERVOUS SYSTEM EFFECTS, INCLUDING DEATH.

4. First Ald Measures

RINSE EYES THORQUGHLY WITH WATER FOR AT LEAST 15 MINUTES, CONSULT FHYSICIAN.

Skip
WASH SKIN THORQUGHLY WITH SOAP AND WATER, REMOVE CONTAMINATED CLOTHING. IF SYMPTOMS
PERSIST CONSULT PHYSICIAN.

DILUTE WITH WATER. CONTACT PHYSICGIAN.,

Inhalation
REMOVE TO FRESH AIR. IF BREATHING HAS STORRED, INSTITUTE ARTIFICIAL RESPIRATION, CONSULT
WITH PHYSICIAN.

5. Fire Fighting Measures
Flash Point: 143 °F
Autoignition Point: N/AV °F
Lowar Explesiva Limit: N/AV
Upper Explosive Limlt: N/AV

DURING A FIRE, IRRITATING AND/OR TOXIC GASES AND AEROSOLS FROM THE
DECOMPQSITION/COMBUSTION PRODUCTS MAY BE PRESENT,

In case of fire, use water spray (fog) foam, dry chemical, or GO2,

Firefighters should wear self-contained breathing apparatus and full protective gear.

6. Accidental Release Measures

P
WEAR SUITABLE PROTECTIVE EQUIPMENT. CONTAIN SPILL AND COLLECT WITH ABSORBENT MATERIAL AND
TRANSFER INTO SUITABLE CONTAINERS. AVOID CONTACT. VENTILATE
ENCLOSED AREA,

7. Handllng And Storagﬂ

STORE AT 40-95F. CONDITION TC 65-85F BEFORE USING. IF CLOSED CONTAINER 'S EXPOSED TO HEAT,
PRESSURE CAN BUILD UP. IF MOISTURE ENTERS CONTAINER, PRESSUREMAY BUILD UP DUE TO
REACTION.

STORE IN COOL DRY AREA IN TIGHTLY CLOSED CONTA INERS, AWAY FROM SPARKS AND OPEN FLAMES.
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MATERIAL SAFETY DATA SHEET
SikaBond Construction Adhesive

7. Handling And Storage - Continued

3. Exposure Controls/Personal Protection

Use with adeqguate general and local exhaust ventilation.

Safety glasses with side shields or goggles.

Skin Protecti
AVOID SKIN CONTACT. WEAR LONG SLEEVE SHIRT AND LONG PANTS. CHEMICAL RESISTANT GLOVES,

In areas where the F.E.L.5 are exceeded, use a properly fitted NIOSH-approvad respirator.

XYLENE (MIXED ISOMERS)
ACGIH TLV-STEL 150 ppm
ACGIH TLV-TWA 100 ppm

OSHA PEL-TWA 100 ppm
|9. Ph;sical And Chemical Properties
Appaarance

PASTE (SOLID)

Qdor
AROMATIC

Chemical Type: Pure
Physical State: Sofid

Melting Point: N/AV °F
Boiling Point: N/AV °F
Speclfic Gravity: 1.27
Percent Volatiles: 4.4
Packing Density: 10.60#/GAL
Vapor Pressure: N/AYV
Vapor Density: N/AV
Solubility: INSOLUBLE
Evaporation Rate; SLOWER THAN ETHER

10, Stahilitx And Raactiviln:z

Stability: STABLE
Hazardous Polymarization: WILL NOT OCCUR

OPEN FLAME, HEAT
WATER, ALCOHOL, AMINES

C0, CO2, OXIDES OF NITROGEN, SMOKE, FUMES
S— e ——— N ————
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MATERIAL SAFETY DATA SHEET
SikaBond Construction Adhesive

11, Toxlcological Information

CHRONIC OVEREXPOSURE TO XYLENE MAY CAUSE KIDNEY AND/OR LIVER DAMAGE.

EYE DISEASE, SKIN DISORDERS AND ALLERGIES, CHRONIC RESPIRATORY DISORDERS.

12. Ecologleal Information
No Data Avallable...

14. Transport Information

NOT REGULATED PER D.O.T.

y Information

All Ingredients of this product are listed or are excluded from listing under the U.8, Toxic Substances Control Act
(TSCA) Chemical Substance Inventary.

Acute Health Hazard
Chronic Health Hazard

SARA Section 313 Notification

This product contains the following toxie chemicals subject to the reporting requirements of Section 313 of the
Emergency Planning and Community Right-To-Know Act of 1986 and of 40 CFR 372. This Information must be
included in all MSDSs that are copied and distributed for this material.

XYLENE (MIXED ISOMERS)
SARA Title Il - Section 313 Form "R"TR| Reportable Chermical
SARA - Acute Health Hazard
SARA - Chronle: Heaslth Hazard
SARA - Fire Hazard

XYLENE (MIXED |SOMERS)

New Jersey - Workplace Hazard
New Jersey - Environmental Hazard
New Jersey - Special Hazard
Pennzylvania - Workplace Hazard
Pennsylvania - Environmental Hazard
Massachusetts - Hazardous Substanse
New York City - Hazardous Substance

16. Other Information

Health: 2
Fire: 1
Reactivity: 0
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16. Other Information - Continued

PPE: C

MSDS Praparer: Kristin Kelley
Thi= MSDS Suparcadas A Prewnus MSDS Dated: 04/1 3!2001

Disclaimer

The data in this Material Safety Data Sheet relatas only to the specific material herein and does not relats to use in
combination with any other material or in any process, The information set forth herein is based on technical data
that Sika believes to be reliahle as of the date hersof. Since conditions of use are autside our control, we make no
warranties, express or implied andassume ne liability in connection with any use of this information. Nothing bersin
is to be taken as a license to operate under or a recommendation to infringe any paterts.

SIKA CORPORATION

I
@rinled Liwing MSDS Ganerator™ 2000
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LIMITATIONS

& Allow 3-day cure at standard condlitlons
whan using SikaBend Construction Ad-
hesive in total water immarsion situations
and pricr to palntng.

A Avold exposura to high levels of chle-
rine. (Maximum level is Sppm).

4 Maximum depth of sealant must not ex-
eeed Y2 In.; minlmum dapth is % in.

4 Maximum expansion and contracton
should notexceed 12.5% of average joint
width.

4 Avoid contact with alcobal and cther
solvant cleanars during cure.

4 Donotapply when molstura-vaper-trans-
mission condition exlsts from the sub-
strate as this can cause bubbling within
the seatant.

4 Use openad canrdges the same day.

4 When applying sealant, avoid air-entrap-
ment.

A Zince system |s moisture-cured, permit
sufficlent axposure to ajr,

4 White color tends te yallow sllghtly when
exposed to oltra-vlolet rays,

4 The ulimats parformance of SlkaBond
Construction Adhasiva depends on
propar application, good design and
proper preparation of Jolnt surfaces,

& Not for use In expansion joints.

4 Heavler substrates may requlre add|-
tional suppon during the cure perlod.

SIkA TECH SERWICE

CAUTION

Combustible
Keep away from open flames and high
heat. Contains zylene; avold braathlhg
vapors. Use with adequate ventllation.

Irvitany; Sensitizer -
Centalns polylsocyanate prepolymer, xy-
lena. Aveid breathing vapers., Use with
adequate vantliation. May cause skin/eye/
rasplratery irritation. May cause skin and/
orrespiratory sansitization after prelongod
orrepeated contact. Avold coptaet, Over-
exposure to Xylane may cause headaches,
dizziness or ather CNS effacts. Usa anly
with adeguate ventilation, Use of safaty
gedglas and chemlcal resistant glavas |s
racommended. If PELS are excaadad, usa
an appropriate. properly fittad M|OSH/
M3HA approved respirator. Rermove con-
taminatad clothing.

MO, 943 P.7

FIRST AID

In ease of skin contact, wash immediately
and thoroughly with soap and watar. If
symptams parsist, consult physician, For
aya cantact, flushimmediately with plenty of
water for at least 16 minutes; contact phy-
sician. For resplratory problems, remove
person to frash air; if symptoms pergist,
contact a physician, In case of ingestlon,
dilute with water and consult physiclan.
Remove contaminatad clothing.

CLEAN UP

In case of splils of waks, waar suitaple
protactiva equipment, contain spill, collect
with absorbent material, and transfer to
sultable container, Ventilate area. Aveld
contact, Dispose of in accordance with
current, appllcable local, state, and fadaral
ragLiatons,

In case of emergency, call
CHEMTREC 1-800-424-9300

18.3

257
61.6 30.8 30.5 15.4 12.53
51.3 257 17.1 12;3 10.3 8.8

Predugl Code CA81, SHa ls & raglstered trademark. Made in
USA, Printed In USA,Aprl, 2001,

KEEP CONTAINIR TIGHTLY CLOSED KEEP OUT OF REACH OF CHILDREN
NOT FOR INTERNAL CONSUMPTION

CONBULY MATERIAL SAFETY DATA SHEET FOR MORE INFORMATION

Limited Warranty: Sika warrants its products to conform to Sika’s current published physical
properties when applied in accordance with Sika’s directions and tested in accordance with
ASTM and Sika standards for one year from date of purchase, User determines suitability of the
product for imended use and assumes all risk. Manufacturer’s liability for darmages shall be
limited to the purchase price or replacement of product. This remedy is the exclusive remedy and
excludes labor and cost of labor. Warranty is contingent upon use of the product with in shelf life.

THERE ARE NO OTHER WARRANTIES, EXPRESS OR IMPLIED. MANUFACTURER
SHALL NOT BE LIABLE FOR ANY CONSEQUENTIAL OR SPECIAL DAMAGES.

Visit our website at www.sikausa.com

1-800-933-SIKA NATIONWIDE

Regionat Information and Sales Centers

For the Incation of your nearest Sika sales office, contact your ragionai center,

Sika Corporation Sika Canada Inc. Sika Mexicana 5.A. da G.V,
207 Polito Avenue 607 Delmar Avenue Carratera Libre Celaya Km, 8.5
Lyndhurst, NJ 07071 Pointe Clalre Corregidora, Querotars
FPhone: B0D-933-7452 Quebec HIR 4A8 C.P. 768820 AP, 136
Fax: 207-833-6224 Phone, 514-697-2610 FPhone: 52 42 25 0122

Fax: 514-694-2702 Faw: 52 42 25 0537

Cuality Canifiontion Numbers: Lyndhuorse: 03.0820, Marion: 03.086E, Kanuss cliy: #4:2E6B, Sanca Fu Springs: #4-186C



